
Dual Vestibules Family Tent
September 2014

General Description 
It is suitable for a family of 5, following the recommended minimum living area in hot and
tropical climates and it provides additional space for colder weather. This family tent has 16
m2 main floor area plus two 3.5 m2 vestibules for a total area of 23 m2, double fold and
includes a ground sheet. This type of tent is fit to use in all climates, with appropriate
outdoor durability.

Specification

Material Outer Tent Roof Canvas: poly-Cotton: (Polyester / Cotton blended 
fibres yarns). Cotton: 40% (±10%), Polyester: 60% (±10%) = Polyester: 
50% to 70%, with balance in cotton. 350 g/m2 (±15%) in finished state. 

Outer Wall Canvas: Poly-Cotton: (Polyester / Cotton blended fibres 
yarns). Cotton: 40% (±10%), Polyester: 60% (±10%) = Polyester: 50% to
70%, with balance in cotton. 200 g/m2 (±10%) in finished state

Inner Tent Poly-Cotton: Polyester / Cotton blended fibres yarns. 
Cotton: 40% (±10%), Polyester: 60% (±10%) = Polyester: 50% to 70%, 
balance in cotton. 130 g/m2 (±10%) in finished state.

Mud flaps & Groundsheets: Woven high density polyethylene (HDPE) 
black fibres fabric laminated on both sides with low density polyethylene 
(LDPE) coating 180 g/m2 ±5%).

Door: 
Size: 1.3 m width x 1.4 m high Door flaps are 1.4 m width x 1.6 m high. 
Upper part (1.4 m width x 0.9 m) is made of canvas. Lower part (1.4 m 
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width x 0.7 m) is made of woven polyethylene (PE) fabric.

Windows: 2x Vents on the outer tent. 2 long outer windows with rain 
flaps and mosquito nets. Both vents and windows reinforced with poly-
cotton webbing.

Divider: One partition running from either side of the centre pole to the 
side walls, constructed form 2 half-partitions, stitched together at the top 
(so can be opened or closed). The partition is attached to the loops on 
the inner tent at the roof and wall levels with 8 pairs of string, and to the 
centre pole with two levels of string.

Frame: Each section should be fitted together by a male/ female joint of 
100mm made with an inserted pipe point-welded or crimped into one of 
the pipes

Size Dimensions – 
4x4m; 2.2m (H); 125m (wall height)
Total pack size and weight: 0.16cbm, 55kg

Packing and 
loadability

500 in a 40’ HC container

Readiness 
dates

Based on receipt of Purchase Order.

Incoterms FOB {place of origin}, CIF {destination}, transit time approx. {nr of days} 
days port to port, 7 days on carriage, subject to all required documents 
available upon arrival. Freight rate incl. insurance and on-carriage, but 
excludes customs clearance.
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